SECTION 11480

BASEBALL/SOFTBALL SCOREBOARD MODEL 3393LED


Part 1 GENERAL

1.01 SECTION INCLUDES

A. LED baseball/softball scoreboard

1.02 SUMMARY

A.
Provide the equipment specified and denoted on the drawings per the manufacturer’s recommendations.

1.03 SUBMITTALS

A. Submit product literature for approval prior to ordering materials for fabrication, modification and subsequent delivery to job site.

1.04 DELIVERY, STORAGE, AND HANDLING

A. Product delivered to site

B. Scoreboard and equipment to be housed in a clean, dry environment

1.05 quality assurance

A. For outdoor use

B. Obtain each type of scoring equipment and displays through one source from a single manufacturer.

C. ETL listed to UL Standards 48 and 1433

D. CSA listed

E. Scoreboard meets all FCC Class A requirements

F. Optional wireless transmitter FCC Part 15 certified

G. Optional wireless receiver meets all FCC Part 15 requirements

1.06 WARRANTY/SERVICE

A. This product is warranted against defects in materials and workmanship for a period of five (5) years from the date of invoice.  This includes factory repair service for parts covered under warranty.  Complete warranty details are included in the Instruction Manual shipped with each unit.

B. This scoreboard utilizes energy efficient 100,000-hour rated LED displays requiring no regular maintenance.  Rear-access panel provides trouble-free access to the electronic module for ease of replacement and service.  Universal, plug-in electronic modules are 100% interchangeable with any of the manufacturer's LED scoreboards.

C. 24/7 Factory Technical Support

Part 2 PRODUCTS

2.01 manufacturer

A. Sportable Scoreboards Inc. 888-256-4455

B. Substitutions under provisions of Section 01600

2.02 Product

A. Sportable Scoreboards model 3393LED equipped to score baseball/softball

B. Independent and/or tandem operation

2.03 scoreboard

A. General information

1. Dimensions: 8.0’ tall, 20.0’ wide, 8.0” deep

2. Hanging Weight: 1200 lbs

3. Power requirement: 20-amp, 120-volt, 60-hertz, grounded AC circuit connected to an ON/OFF switch or circuit breaker.

4. Color: to be selected by the Architect

B. Construction 

1. 18 gauge galvanneal steel

2. Powder-coat finish covering entire scoreboard

C. Electronic Displays

1. TS AlInGaP Super-Bright LED displays

2. 100,000-hour rated

3. Seven bar segments per digit

4. Adjustable LED intensity

5. 160° Visibility

6. Lexan Protective Display Shields

7. Displays: 20” tall, red

D. Custom Logo/Lettering Area

1.
48” tall, 48” wide

2.
Located on face of scoreboard, no separate panel

E.
Baseball Scoring
1. AT BAT: Uniform # 0-99

2. BALL: 0-3

3. STRIKE: 0-2

4.
OUT: 0-2

4. INNING: 0-99

5. RUNS: Home and Guest 0-99

6. HITS: Home and Guest 0-99

7. ERROR: Home and Guest 0-9

E. Captions

1. HOME: 15” tall

2. GUEST: 15” tall

3. AT BAT: 12” tall

4. BALL: 12” tall

5. STRIKE: 12” tall

6. OUT: 12” tall

7. INNING: 12” tall

8. RUNS: 12” tall

9. HITS: 12” tall

10. ERR: 12” tall

11. Polymeric calendared vinyl lettering

2.04 SCORING CONSOLE


A. Universal LCD keyboard controller

B. Molded of high-impact ABS plastic

C. Dimensions: 3.5” tall, 15.5” wide, 7.5” deep

D. Weight: 2 lbs.

E. Capable of scoring all indoor and outdoor sports

F. Capable of controlling all the manufacturer’s permanently mounted scoreboards

G. Fail-safe memory stores all scoring information and option settings for over five years

H. Tactile membrane keypad

I. Large backlit LCD display

J. Custom software

K. Game-specific keypad inserts minimize required input and ensures ease of operation

L. Power Requirements: (1) 20-amp, 120-volt, 60-hertz, grounded AC circuit in a standard duplex outlet.

M. Standard Cable Control System includes:

1. One (1) Universal LCD keyboard controller

2. Three (3) BASEBALL/SOFTBALL keypad inserts

3. One (1) 12-volt DC wall transformer

4. One (1) Junction box cover with receptacle (to be installed at scorekeeper's location)

5. One (1) 20-ft. signal cable (connects keyboard to junction box receptacle)

6. One (1) Project specific length of 4 wire twisted pair, shielded control cable

N. Optional Wireless Control System includes:

1. One (1) Universal LCD keyboard controller

2. Three (3) BASEBALL/SOFTBALL keypad inserts

3. One (1) 12-volt DC wall transformer

4. One (1) transmitter (connects to keyboard controller via supplied interface cable)

5. One (1) receiver (factory installed to the scoreboard)

2.05 OPTIONAL EQUIPMENT

A. Wireless Remote Control AC System

B. Wireless Remote Control Battery Option

C. Solar-Charged Battery Power

D. Rechargeable Battery Power

E. Sponsor/Logo Panels

F. Custom Logos

G. Custom Lettering

H. Controller Carry Case

I. 10-Year Limited Warranty 

J. Electronic Message Center

Part 3 EXECUTION

3.01 EXAMINATION

A. This model may be installed between (2) 8" OD steel, schedule 40 poles; or (2) 8" I-beams, minimum. Hole depth /diameter as well as pole/concrete specifications must be based on customer's local building codes, soil conditions, and wind loads.  Mounting rails are supplied.  Support structure and mounting hardware supplied by installer/others.
3.02 INSTALLATION

A. Power conduit, cable and outlet boxes are to be provided and installed by the contractor.  Signal raceways conduit and boxes are to be provided by the contractor.  The contractor is responsible for pulling signal wire and terminators between scoreboard and control location. 

B. Mount scoreboards, displays and control centers in accordance with manufacturer's recommendations.
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